ACCESS FRAME & COVER
MARKED "SEWER”

MIN 4' OF TRACER FRAME TO BE EMBEDDED ,I,N NON
COILED (TYP) SHRINK GROUT (1/2” MIN.)

PAVEMENT
_\

&

4

ASPHALT APRON (6”
MIN THICKNESS)

BLIND FLANGE W/2” TAPPED
OUTLET WITH 2" BALLCORP AND
2" BRASS CAP

MIN COVER VALVE EXTENSION
PER PLANS

RESILIENT SEATED
GATE VALVE W\BOX 2" MINIMIM

SANITARY
FORCE MAIN

TRACER WIRE —\

Q\

\
L= |

/ 45" BEND
CONCRETE BEARING

PAD RESTRAINED (TYP)

SANITARY FORCE MAIN CLEANOUT DETAIL

NOTES:

1. VALVES, VALVE BOXES AND VALVE EXTENSIONS SHALL MEET THE SAME
REQUIREMENTS AS SHOWS IN THE STANDARD WATER DETAILS.

2. VALVE MARKER POSTS SHALL MEET THE SAME REQUIREMENTS AS SHOWN
IN THE WATER DETAILS AND BE PAINTED AS SPECIFIED IN THE STANDARD
CONSTRUCTION NOTES.

3. ALL DIP AND FITTING SHALL BE PROTECTOR 401 EPOXY COATED. ALL PIPE
AND FITTINGS SHALL BE RESTRAINED JOINT.

REVISIONS MOWAC WASTE WATER STANDARDS
SANITARY FORCE MAIN CLEANOUT
DETAIL
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